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WOLVERINE QUALITY 


Knowledge, skill, experience, manufac¬ 
turer’s integrity, have combined to make 
the "WB” trade-mark a symbol of quality 
and assurance of long, trouble-free 
service. 

The finest raw materials, sound red brass 
castings, precision machining, rigid in¬ 
spection and testing standards. 


CATALOG D 


















WOLVERINE 


€ 



Wolverine quality is the result of over 
sixty years of skilled manufacturing 
methods and practice. 


Many years have been devoted to the 
design and manufacture of a complete 
line of laboratory brass fixtures and 
accessories. 


Inorganic Chemical Laboratory 
Monsanto Chemical Co. 

Creve Coeur, Missouri 


Used repeatedly by many leading man¬ 
ufacturers of laboratory furniture and 
hospital equipment throughout the 
United States and Canada. 


Our outstanding sales policy and 
service record has been a solid recom¬ 
mendation throughout the years of 
Wolverine Brass Works history. 


phone our Industrial Sales 
Grand Rapids, Mich. Phone: 
9 - 3555 . 


Write or 
Division, 
GLendale 


Bacteriology Laboratory 
Pre-Clinical Medical Building 
Howard University, Washington, D. C. 


General Foods Research Laboratory 
Tarrytown, New York 


Northporf High School 
Northport, New York 
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CAST ALUMINUM ELECTRICAL OUTLET BOXES 


> 







J645P 


J644P 


J646P 


J643P 



* 4 " 





SINGLE GANG SINGLE FACE 

Bright Finish 
Tapped y 2 " N.P.T. 


SINGLE GANG DOUBLE FACE 

Bright Finish 
Tapped N.P.T. 


DOUBLE GANG SINGLE FACE 

Bright Finish 
Tapped 1" N.P.T. 


DOUBLE GANG DOUBLE FACE 

Bright Finish 
Tapped V N.P.T. 


Special Finishes Available Upon Request 
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• designed for long, trouble-free 
service 

• all fixtures have removable seats 


LABORATORY RED BRASS FIXTURES 




double gooseneck faucets with swing 
coupled, and rigid goosenecks 


multi-service fixture 
for gas, air and water 


Index as specified 


No. 9105C—coupled 
No. 9105—rigid 


• shanks threaded Vi* 
straight I.P. 

• Vi* I.P.S. union tail 
pieces 

• chrome finish 


• Vi* I.P.S. union tail 
piece 

• chrome finish 


9102MC—coupled—9102C 
9102M — rigid — 9102 


•Vi* I.P.S. union tail 
pieces 

• chrome finish 


9100MC—coupled—9100C 
9100M — rigid — 9100 


• Vi* I.P.S. u 
pieces 

• chrome finish 


• Vi* I.P.S. union tail 1 U ifi If 

I piece 

-9100S • chrome finish 9102MS—swing—9102S 

Goosenecks are %" I.P.S. Brass with Straight I.P.S. Outlet for 
Hose Connections. 6" C to C. Overall Height: Non-coupled 
8Coupled 7%". Swing—6i/ 8 ". 

See No. 9155 for Aerator with Adapter for Gooseneck. 
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gooseneck faucets with swing, 
coupled, and rigid goosenecks 


Index as specified 


Index as specified 


Index as specified 


No. H9107C 
coupled 
No. H9107- 


No. W-9107 hospital wrist 
handles — non-coupled 


No. H9107S — swing 


-rf-e*"- 

• I.P.S. female inlets 

• adjustable threaded flanges to 
make up tight to wall 

• chrome finish 


• V2" I.P.S. female inlets 

• adjustable threaded flanges 
make up tight to wall 

• chrome finish 

gooseneck panel faucets 


• 1 / 2 " I.P.S. female inlets 

• adjustable threaded flanges to 
make up tight to wall 

• chrome finish 

remote control units 

> specified 


J428A 


specify length 


J428B 


• consists of rough brass needle 
valve, remote control rod, cou¬ 
pling, and choice of J428, J428A, 
J428B flanges, and indexed 
cross handle. Handle, flange 
and 6" of rod chrome plated. 


* specify valve number from nos. 
J398B, J320A, J352A, or J319A 
and center of valve to center of 
handle measurement; also speci¬ 
fy index and type of flange, 
example: J398B R.C. unit 20" 
centers, J428 flange index steam. 


No. 9110A— 
non-coupled 
No.9110AC— 


• Vs" I.P.S. inlet 

• chrome finish 


oupled 


remote control goosenecks 


No. 9110 — 
non-coupled 
No. 9110C—coupled 


• Vs " I.P.S. inlet 

• chrome finish 


No.9123 non-coupled No.J488 
No. 9123C coupled No.J488C 


• chrome finish 
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FAUCETS — removable bronze seats 





Index as specified 

low pedestal faucet 


• cast spout — spring-flo aerator 

• shanks tapped l / 2 " I- p * 

• adjustable threaded flanges 

• chrome finish 

For Shank Connection, see No. 592R 

ledge faucets 

• tubular brass spouts 

• spring-flo aerators 


No. 653F 


One-Piece Cast Body 


number 

spout 

590S 

43/4" 

590SX 

8" 

less soap dish 

590SL 

43/ 4 " 

590SLX 

8" 


for adapter to connect hose connec- 
tions to faucet spouts in place of 
aerator, see No. J450A. 


No. 653F 


• shanks threaded Vi" straight I.P 

• chrome finish 

• available in brushed chrome 


spout 


6" centers ■ 
589D 


8" centers- 
589C 


6" centers — with spray 
589DS I 9' 


8" centers — with spray 
589CS | 9" 


• outlet tapped straight I.P. 
for hose connection 

• chrome finish 


number 

inlet 

9112 

3/ s " I.P. male 

9112D 

Vi " I.P. male 

Index as 

specified 


• inlet tapped Vi" I.P* 

• outlet tapped %" straight I.P 
for hose connection 

• chrome finish 

No. 9120 

Index 


straight 

compression stop 


• shanks threaded Vi" straight I.P. 

• chrome finish 

• 8" spout 






































































laboratory red brass fixtures 






double sink faucet 
with hospital wrist handles 


• cast spout — spring-flo aerator 

• 734" to Sy 4 " centers 

• inlets tapped y 2 " I.P* 

• chrome finish 


for distilled and de-ionized water 


sink faucets 


female 


No. A9120 Index DW No. A9118 


• Teflon packing 

• inlet tapped V 2 " I.P* 

• outlet tapped str. 
LP. for hose connection 

• removable seat 

No. A9120 


• Teflon packing 

• inlet threaded y 2 v I.P. 

• outlet tapped %" str. 
I.P. for hose connection 

• removable seat 

No. A9118 


No. A9100 

Index DW 


No. A9128B 


No. 9118 Adjustable threaded flanges make up tight to wall 


male sink faucet 


double sink faucet 


Index as specified 


inlet threaded i/ 2 " I.P. 


cast spout — spring-flo aerator 

734" to 8 i/ 4 " centers 

inlets tapped I.P. • chrome finish 


• outlet tapped %"straight 

I.P. for hose connection 

number 

spout 

590FL 

43 / 4 " 

• chrome finish 

590FLX 

8" 


No. 9118 

Index as specified 

ALUMINUM FIXTURI 

single gooseneck faucet 


+ f 

I + 


7 4 8 5 - 


with soap dish ■ 


590F I 

43/4" 

590FX 1 

8" 


• available with soap 

1 dish 

number 

spout 

W-590 , / 2 FLB 

43 / 4 " 

W-590y 2 FLXB 

8" 


straight hose connection 

• % " orifice 

• overall length 2% 9 

• threaded straight 
I.P. 

• 10 serrations 

No. A9128B 


• Available for back 
mounting and right and 
left-hand operation. 

• Teflon packing 

• removable seat 

• non-coupled gooseneck 

• Vi" I.P.S. union tail 
piece 

No. A9100 
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pressure proportioned • *. 

NEEDLE VALVES removable hardened stainless steel seat and tip 



straight — with integral hose connection 


with cross handle 


with J219E bakelite handle 


* s ■* Index as specified 

angle — with integral hose connection 


with cross handle 


with J219E bakelite handle 


91 HE | Vs" I.P. | chrome 

Index as specified 


straight- 


(for hose connection) 


straight 


Index as specified 


Index as specified 


Index as specified 


• tapped %" straight I.P. for hose 
connection 

with cross handle — 


with cross handle 


with cross handle 


with J2I9E bakelite handle 


with J219D bakelite handle 


Specify Rough Brass or Chrome 


Specify Rough Brass or Chrome 


number 

threaded 

finish 

9130 

i.p. 

chrome 

9130D 

y 2 " i.p. 

chrome 


number 

inlet 

finish 

J219D 

male 

chrome 

J371C 

male 

chrome 


number 

size 

J398B 

3 /s" I.P. 

J320A 

'/a" I.P. 


number 

size 

J352A 

%" i.p. 

J319A 

’/a" I.P. 


9130E 

3 /s" I.P. 

chrome 

9130DE 

’/a" I.P. 

chrome 


number 

tapped 

finish 

9111 

1 %" I.p. 1 

chrome 


J219DE 

3 /s"I.P. male 

1 chrome 

J371CE 

Mi "I.P. male | 

| chrome 


J352AE 

3 /s" I.p. 

J319AE 

'A" I.P. 
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with J2I9E bakelite handle — 

J398BE 

3 /s" I.P. 

J320AE 

’/a" I.P. 















































































































ground key cock 


cast flanges 





• forged brass — spring loaded 

• threaded %" I.P. 

• chrome finish 

No. J472A 

Index as specified 


needlepoint cock 

• safety grip handle 

• forged brass — Teflon packing 

• threaded 3/ 8 " I.P. 

• chrome finish 
No. 9129 

Index as specified 



turrets 




• I u Xq" from base to center of outlet 

• ball diameter 1%" — base diameter 

2 Vi" 

• %" I.P. inlet and outlet 

• chrome finish 


number 


9126 A 

one side outlet 

9126B 

two side outlets — 180° 

9126BA 

two side outlets — 90° 

9126C 

three side outlets 

9126D 

four side outlets 

9126E 

two top outlets — 90° 

9126F 

one top outlet 


• 2 l / 2 " from base to center of outlet 

• ball diameter 1%" — base diameter 

2 Vi" 

• %" I.P. inlet and outlet 

• chrome finish 


number 


9126AH 

one side outlet 

9126BH 

two side outlets — 180° 

9126BHA 

two side outlets — 90 0 

9126CH 

three side outlets 

9126DH 

four side outlets 

9126EH 

two top outlets — 90 ° 

9126FH 

one top outlet 



single 


• %" I.P. inlet and outlet 

• chrome finish 

No. J507 


double 


• % 9 I.P. inlet and outlet 

• chrome finish 

No. J508 



wrought shallow flange 



• heavy brass with 
spring holders 

• hole for %" I.P. 

• diameter: 2%" 

• chrome finish 

No. 2572 



2 1 ,£" from base to center of outlet 
base diameter 2" 

% 9 I.P. inlet and outlet 
chrome finish 


number 


9127AH 

one side outlet 

9127BH 

two side outlets — 180° 

9127BHA 

two side outlets — 90° 

9127CH 

three side outlets 

9127DH 

four side outlets 

9127FH 

one top outlet 


wrought deep flange 



• heavy brass with 
spring holders 

• hole for % 9 I.P. 

• diameter: 2%" 

• chrome finish 

No. 2612 
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ACCESSORIES 


shank connections 



for turrets 

• threaded 3 / 8 " tapered I.P. both 
ends and % " str. I.P. for lock nut 

• brass lock nut and heavy washer 

3" long — No. 9135 
5" long —No. 9135L 



for faucets 

• threaded y 2 " str. I.P. and taper 
reamed for tail piece or supply 

• brass lock nut, coupling nut and 
lock washer 

3" long —No. 592R 


aerator with adapter 

for gooseneck 



• threaded %" straight I.P. 

• chrome finish 

No. 9155 


aerator with adapter 

for gooseneck 



• non-removable type 

• threaded %" straight I.P. 

• chrome finish 

No. 9155W 


vacuum breaker 



• threaded %" straight I.P.S. 

• tapped %" straight I.P.S. 
for hose connection 

• chrome finish 


hose connections 



straight 


• Vi* orifice 

• overall length 2%" 

• ten serrations 

• chrome finish 

threaded Vs' straight I.P.: 

No. 9128B 

threaded Vs" tapered I.P. for turret: 

No. J305B 



• Vi* orifice 

• overall length 2 5 /g" 

• ten serrations 

• chrome finish 

threaded Vs" straight I.P,: 

No. 9128E 

threaded Vs" tapered I.P. for turret: 

No. J310E 


hospital wrist handle 



• 41 / 2 *' long - 234" high 

• chrome finish 

No. 9151 

Index as specified 


black bakelite handle 

* available with spun-in index 

No. J219E 

forged brass cross handle 

* chrome finish 
No. 9152 
Index as specified 




No. 9170 


When ordering handles specify by catalog number 
the valve or fixture on which they are to be used. 











cast red brass fittings 



chrome nipples 



perfect threads — no burrs 
Vs" full I.P. size 


elbows 



• chrome 90° elbow 

• size — I.P. 

• 12 in a box 

No. 1083 


number 


C % — 1 

3 /s" x 1 " (close) 

C % — 114 

3 /s"x l'/ 2 " (short) 

C% — 2 

3 /i"x2" 

c Vs — 214 

3 /s" x 214" 

C% —3 

3 /e"x3" 

C 3 / 8 — 314 

%" x 314" 

C % — 4 

3 / 8 "x4" 

C % —414 

%"x414" 

C % —5 

3 /s" x 5" 

C % — 514 

Vt" x 514" 

C %— 6 

Va"x6" 


adapter 



• connects hose connections to 
double sink faucets in place of 
aerator 

• chrome finish 

No. J450A 


plastic index buttons 


snap-in type or plain 



index 

color 

c.w. 

green 

H.W. 

red 

AIR 

orange 

GAS 

blue 

STEAM 

black 

VAC. 

yellow 

D.W. 

white 


Index buttons with special colors and en¬ 
graving available at slight extra cost. See 
price list. 




• chrome 45 ° elbow 

• size — %" I.P. 

• 12 in a box 

No. 1133 


• chrome 90° street elbow 

• size — %" I.P. 

• 12 in a box 

No. 1158 


chrome hexagon bushings 



• size J/ 2 " I.P. x Vs" I.P. 

No. 1453C 


special items 

Goosenecks with special height and radius. 
Turrets with other than %" I.P.S. tapping. 
Special finishes and items may be furnished 
on special order. Prices and delivery upon 
request. 
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WOLVERINE BRASS 

648 MONROE AVE. 

GRAND RAPIDS, MICHIGAN 


Exacting temperature control 
insures uniformly sound castings 


Automatic Plating Machine produces and 
controls the finest Chrome Plate Finish 


AT YOUR SERVICE - 

Phone or Write our Industrial Sales Division, 

Grand Rapids, Michigan; Phone: GLendale 9-3555 


WORKS 


Wolverine's large modern foundt 



Printed in U.S.A. 

. . 






JAN. 1960 
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INTERNATIONAL 


ASSOCIATION 

FOR 

PRESERVATION 

TECHNOLOGY, 

INTERNATIONAL 

www.apti.org 


BUILDING 

TECHNOLOGY 

HERITAGE 

LIBRARY 


https://archive.org/details/buildingtechnologyheritaqelibrarv 

From the collection of: 


Carol J. Dyson, AIA 








